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f@ Clearance is needed for service and installation.  Simplicity: 94 mm )
Style: 94 mm
Smart: 105 mm
\_ )

©

Handicare 4000 - SALESMANUAL

®

home

S,

The measurements given are theoretical, might differ in practice due to flexibility in the system.
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INNER SIDE_min. 2mm

SIDE VIEW TOP VIEW
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L i (® Depending on stair width. ) 5
70 Simplicity: 540 - 620 mm N
Style: 540 - 620 mm
Smart: 560 - 660 mm
(® Measures are for footrestlevel, might differ dependant on rail angle and length of overrun.
\@® If size is more than 230 mm the rail ends horizontal. y
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INNER SIDE_max. 2mm

SIDE VIEW TOP VIEW
é ® )
() M
@) (]
[ All dimensions are dependant on the staircase
fQMeasures dependant on rail angle and length of overrun. Y
(® Simplicity: 164 mm
Style: 164 mm
Smart: 175 mm
@If size is less than 230 mm the rail ends at an angle. y

©

Handicare 4000 - SALESMANUAL

® O

The measurements given are theoretical, might differ in practice due to flexibility in the system.
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90° PARK INSIDE
SIDE VIEW TOP VIEW
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rQSimpIicity: 94 mm h
Style: 94 mm
Smart: 105 mm
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The measurements given are theoretical, might differ in practice due to flexibility in the system.
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180° PARK INSIDE

SIDE VIEW TOP VIEW
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The measurements given are theoretical, might differ in practice due to flexibility in the system.
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UNDERFLOOR BRACKET

3D-VIEW

r

\.

Wall mounted plate for installations where service pipes/underfloor heating may limit floor fixation.

\.
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SPACER PLATES

3D-VIEW
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Spacer plates for uneven floor types or carpet runners.
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PHOTOSURVEY

PHOTOSURVEY

by Handlicare®

To shorten the design process, prevent measurement

errors, and to get a good idea of what the stairlift will
look like in the customer’s home environment,

Handicare has developed PhotoSurvey4D. This is the

number 1 measurement tool that provides 100%
reliable measurements and 3D visualisation of the
stairlift on the customer’s stairs.

Handicare PhotoSurvey4D lets you show your
customer the Handicare solution there and then.

Given that specific technical skills are no longer

required, PhotoSurvey4D is easy to integrate into the

sales process. It will allow you to save both time and
money. Using this system and a mobile internet
connection, your measurement or complete rail
design can be at Handicare and accepted for
further processing within 30 minutes!
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The measurements given are theoretical, might differ in practice due to flexibility in the system.
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FRONT VIEW

APPROVAL

r

liftinstituut

RN
HINTY
fvA L6

EC-TYPE EXAMINATION CERTIFICATE

Acting under the

issued by Liftinstit B.V.
identification number Notified Body 0400,

commissioned by departmental order no. 2022-0000107366

Certificate no.
Description of the product

Trademark

Type no.
Name and address of the
manufacturer

Name and address of the
certificate holder

Certificate issued on the
following requirements

Certificate based on the
following standards

Date of EC-type examination
Additional document with this
certificate

Additional remarks

- NL22-400-1001-120-06
- Battery operated stairlift with chair carriage on a twin rail curved

: Maximum load

Revision no.:

track system

- Handicare
. Handicare, 4000 series
. Handicare Accessibility Lid.

82 First Avenue
Pensnett Estate
Kingswinford, West Midlands DY6 7FJ
United Kingdom

- Handicare Accessibility Lid.

82 First Avenue
Pensnett Estate
Kingswinford, West Midlands DY6 7FJ
United Kingdom

- Machinery directive 2006/42/EC
- Parts of: EN81-40-2008, EN 81-40:2020

. May-September 2022
- Report belonging to the EC-type examination certificate

no.: NL22-400-1001-120-06
137kg /160 kg

Maximum speed 012 m/s

Minimum - Maximum inclination 0° - 56°

Maximum rail length 0° - 45° 18m / 15m
Maximum rail length 46° - 56° 15m [/ 12m
Controller HAN125 V1-06
Furthermore see chapter 2 & 5 of the report belonging to this
EC-type examination certificate_

Conclusion - The machine meets the requirements of the Machinery directive
2006/42/EC taking into account any additional remarks
mentioned above.

Amsterdam I

Date - 20-10-2022 ing A J. van Ommen Certification decision by

Validuntil  : 15-04-2023 International Business
Manager

Liftinstituut B.V. - Buikslotermeerplein 381 - P.O. Box 36027 - 1020 MA - www.ifinstituut. com -
- Registered at the KvK under number 34157363
F23-04-034220

A stairlift has more moving parts and therefore is it classed as a machine.
The stairlift 4000 applies:

e the machine directive 2006/42/EEG

e the low voltage directive 2006/95/EEG

e the EMC-directive 2004/108/EEG

On behalf of this information an approval on site is not necessary.

Handicare has made a risk analysis and a technical construction file. Due to confidential
information, this will not be published.

Because the stairlift complies with the machine directive and is type approved, it is not
permitted to make any changes on the stairlift, which affects the safety, the

construction and/or the functionality of the stairlift.

A certified engineer shall install the stairlift with original parts according to the delivered
installation manual.

After the engineer has shown the functions and the safety aspects of the stairlift, the
instructed person declaration shall be signed by both the engineer and the customer.

This declaration is stored at the dealer’s.

At last the CE sticker is put on the stairlift by the engineer.
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The measurements given are theoretical, might differ in practice due to flexibility in the system.
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SUMMARY CONDITIONS
g Y| SUMMARY
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Smart Seat
Simplicity Seat
Style Seat
Perch Seat
Child Seat
Qutdoor Seat

- O © 0 ~NO®

RGN

4000 13
Left/Right handed 14

Unit 16
Batteries 17
Footrest 18
Safetybelt 21
Armrest 24
Swivel 26
Control 27
User interface 28
Key switch 29
On/off switch 30
Emergency stop 31
Remotes 32
Power supply 33
Rail 34
Charging points 35

Handicare 4000 - SALESMANUAL

¥ handicare

N
Powered swivel User 54 Underfloor brackets 78
Seat 55 Spacer plates 79
Fixed seat 39 Overhead clearance 57 Photosurvey 81
Smart Seat 41 Standard 59 EC Certificate 83
Simplicity Seat 42 Short raillend 60
Style Seat 43 Short railend_+guard 61
Perch Seat 44 Horizontal 62
90° Park_standard 63
90° Park_horizontal 64
180° Park_standard 65
Straight 46
Not straight 47
Standard 68
Footrest 'O’ 69
Standard_+guard 70
Alley 72
User 49 Inner side_min ? 73
Obstacle 50 Inner side_max ? 74
Inner side_standard 51 90° Park 75
Inner side_landing 180° Park 76
)
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published by means of print, photocopy,
the manufacturer. This also applies
the right to change parts at any time,
manual might vary from the actual
is manual may also be changed without

le care but the manufacturer cannot
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Handicare Stairlifts B.V Handicare Monte-escaliers Handicare Montascale Italia Handicare

Newtonstraat 35 4 Rue des Piverts Via Chiaviche 17 10888 Metro Court

1704 SB Heerhugowaard ZAC de I Aunaie 46020 Pegognaga (MN) St. Louis, MO 63043

The Netherlands 91610 Ballancourt-sur-Essonne [taly United States of America

T 431 (0)72 576 88 88 France Tel: +39 (0) 376 143 3516 Toll Free: 1.866.891.6502
Tel: +33 (0) 1 69 46 86 10 handicare-montascale.it Local: 314.692.9135

F +31(0)72 574 34 35

o , Fax: +33 (0) 1 69 46 86 19 Fax: 314.692.7858
stairlifts@handicare.com monte-escaliers@handicare.fr sales.us@handicare.com
Handicare Accessibility Ltd Handicare GmbH Handicare Canada
82 First Avenue, Pensnett Estate Hausberger StraBe 16 81 Romina Drive,
Kingswinford, West Midlands 32457 Porta Westfalica Concord, ON L4K 429
DY6 7FRJ United Kingdom Deutschland Canada
T. +44 (0)1384 408700 Tel: +49 (0) 571 973398-55 T: 905.850.90083
F. +44 (0)1384 408719 Fax: +49 (0) 571 973398-56 F: 416.260.0256

E. enquiries@handicare.co.uk data@handicare.com

www.handicare.com @



